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Create a flexible combo marking setup by pairing any Datamark 
Portable or Mobile dot peen system with our robust column and base.

• Quick changeover, no tools required

• 5 models/marking window sizes to choose from (see right)

•  No extra charges to mark data matrix codes and logos, or for our 
Windows software package

• Lightweight and simple to operate – ready to use right out of the box

•  Mobile (MOB) markers are cordless and battery operated, with  
Android/iOS mobile marking software

•  Portable (PTL) markers are pneumatically actuated with a full-color 
touchscreen marking controller

Hand-Held Dot Peen Marker Options:

Column/Base Specifications:
Base dimensions: 11.22” x 25” x 12.8” (width x height x depth)

Weight: Column-base: 26 lb / Squad: 3 lb 5 oz

Spindle travel: 15.75” (400mm)

Max. part height when paired with each marker:
• MP-50 Mobile: 8.86”
• MP-100 Mobile: 9.84”
• MP-150 Mobile: 9.84”
• MP-50 Portable: 10.16”
• MP-80 Portable: 10.16”
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www.datamark-systems.com

Dimensions 285 x 635 x 325 mm (w x h x d)

Weight Column-base: 11.8 Kg / Squad: 1.5 Kg

Spindle travel 400 mm

Maximum part height

Marker / Max. height
MP-50 Portable: 258 mm
MP-80 Portable: 258 mm
MP-50 MOBILE: 225 mm
MP-100 MOBILE: 250 mm
MP-150 MOBILE: 250 mm

MP Combo Series
Combo portable/benchtop dot peen markers
REFERENCE  MP-XXX-COMBO

MODEL: MP-50-MOB MP-100-MOB MP-80-MOB MP-50-PTL MP-80-PTL

Marking 
Window:

1.97” x 1.18”
(50 x 30mm)

3.94” x 1.18”
(100 x 30mm)

5.91” x 1.18”
(150 x 30mm)

1.97” x 1.18” 
(50 x 30 mm)

3.15” x 1.18” 
(80 x 30 mm)

Marking Head 
W x H x D:

4.53” x 11.02” 
x 11.61”

6.50” x 11.02” 
x 10.63”

8.46” x 11.02” 
x 10.63”

4.49” x 8.11” x 
10.32”

5.67” x 8.11” x 
10.32”

Weight: 8 lb 6 oz 9 lb 4 oz 9 lb 15 oz 4 lb 3 oz 5 lb 1 oz

Power: Battery Battery Battery Pneumatic Pneumatic

Control unit dimensions:
• Mobile: No controller required (no wires or cables)
• Portable: 11.3” x 3.5” x 7.3” (width x height x depth) – 5 lb 15 oz
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